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ABBREVIATIONS

B/W BACK OF WALK

CB INSTALL CONDUIT INTO EXISTING PULL BOX
EX. EXISTING

FOC FACE OF CURB

F/0 FIBER OPTIC

HDPE HIGH DENSITY POLYETHYLENE
LB ELBOW

L/G LIP OF GUTTER

MIN MINIMUM

MT EMPTY

R/W RIGHT OF WAY

SIC SIGNAL INTERCONNECT CABLE
SMFO SINGLE MODE FIBER OPTIC

DE ANZA BLVD AND RODRIGUES AVE
SIGNAL MODIFICATION
GENERAL NOTES, LEGEND, AND ABBREVIATIONS

GENERAL NOTES
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11.

12.

13.

14.
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ALL WORK SHALL BE IN ACCORDANCE WITH THE STATE OF CALIFORNIA DEPARTMENT OF TRANSPORTATION
STANDARD SPECIFICATIONS (2010), STANDARD PLANS (2010), AND CITY OF CUPERTINO STANDARD

DETAILS. THE CONTRACTOR SHALL PERFORM THE WORK DESCRIBED IN THE SPECIFICATION, AND AS SHOWN ON
THE DRAWINGS, AND TO THE SATISFACTION OF THE CITY ENGINEER.

THE CONTRACTOR IS REQUIRED TO NOTIFY THE CITY OF CUPERTINO TRAFFIC SIGNAL TECHNICIANS TWO (2)
WORKING DAYS PRIOR TO REQUIRING AN INSPECTION AND BEFORE ANY SIGNAL AND/OR COMMUNICATION
SHUTDOWNS AT (408) 777—1366.

THE CONTRACTOR SHALL HAVE ALL OF THE UTILITIES, UNDERGROUND MAINS, AND SERVICES THAT MAY
CONFLICT WITH THE PROJECT, LOCATED IN THE FIELD. THE CONTRACTOR SHALL CONTACT UNDERGROUND
SERVICE ALERT (USA) TWO (2) WORKING DAYS IN ADVANCE OF ANY WORK, FOR LOCATION OF THE
UNDERGROUND

FACILTIES, AT (800) 227-2600.

ALL EXISTING PAVEMENT AND/OR CONCRETE REMOVED OR DAMAGED SHALL BE REPLACED AS REQUIRED BY THE
CITY ENGINEER. :

ALL STANDARD STREET MONUMENTS, LOT CORNER PIPES, AND OTHER PERMANENT MONUMENTS DISTURBED
DURING CONSTRUCTION SHALL BE REPLACED BEFORE ACCEPTANCE OF THE IMPROVEMENTS BY THE CITY OF
CUPERTINO.

APPROVAL OF THESE PLANS DOES NOT RELEASE THE CONTRACTOR OF THE RESPONSIBILITY FOR THE
CORRECTIONS OF MISTAKES, ERRORS, OR OMISSIONS CONTAINED THEREIN. IF, DURING THE COURSE OF
CONSTRUCTION OF IMPROVEMENTS, PUBLIC INTEREST REQUIRES A MODIFICATION OF /OR A DEPARTURE FROM
THE CITY OF CUPERTINO SPECIFICATION OR THESE IMPROVEMENT PLANS, THE CITY ENGINEER SHALL HAVE THE
AUTHORITY TO REQUIRE SUCH MODIFCATION OR DEPARTURE AND TO SPECIFY THE MANNER IN WHICH THE
SAME IS TO BE COMPLETED.

CONTRACTOR SHALL COOPERATE AND COORDINATE WITH OTHER CONTRACTORS WORKING WITHIN OR ADJACENT
TO THE LIMITS OF WORK TO AVOID ANY DELAY OR CONFLICT.

ALL EXISTING INTERSECTION WIRING AND INTERCONNECT CABLE SHALL REMAIN OPERATIONAL.

THE CONTRACTOR SHALL REPAIR/REPLACE ALL LANDSCAPING, IRRIGATION, CURBS, SERVICES, SIDEWALK,
STRIPING, MARKINGS, OR PAVEMENT MARKERS, ETC. DAMAGED DURING CONSTRUCTION AT NO ADDITIONAL
COST TO THE CITY.

REPLACEMENT OF DAMAGED SIGNAL FACILITIES CAUSED BY CONTRACTOR OPERATIONS SHALL BE DONE IN
ACCORDANCE WITH CALIFORNIA STANDARD SPECIFICATIONS (CSS) 86.01.06.

THE CONTRACTOR WILL BE SOLELY AND COMPLETELY RESPONSIBLE FOR WORKING CONDITIONS ON THE JOB
SITE, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY DURING PERFORMANCE OF THE WORK. THIS
REQUIREMENT WILL NOT BE LIMITED TO NORMAL WORKING HOURS. WORK SHALL NOT BEGIN UNTIL ADEQUATE
TEMPORARY BARRICADES, BARRIERS, FENCES, WARNING AND CONTROL DEVICES ARE IN PLACE AS REQUIRED
BY THE CONTRACT.

TRAFFIC CONTROL SHALL BE PERFORMED IN ACCORDANCE WITH THE CALIFORNIA MANUAL FOR UNIFORM TRAFFIC
CONTROL DEVICES (MUTCD) AND THE CONTRACT SPECIFICATIONS. TRAFFIC CONTROL PLAN SHALL BE APPROVED
BY ENGINEER PRIOR TO BEGINNING WORK.

ALL TRENCH BACKFILL, FILL AREAS, AND BASE MATERIAL SHALL ATTAIN A MINIMUM 95% RELATIVE COMPACTION
AS PER STANDARD SPECIFICATIONS. FOR TYPICAL TRENCH SECTIONS, REFER TO THE CITY STANDARD DETAILS,
WITH THE EXCEPTION OF SANITARY SEWER.

ALL CONCRETE USED FOR ALL STRUCTURES MUST BE CLASS "A” (6 SACKS PER CUBIC YARD) AS PER
STANDARD SPECIFICATIONS AND SHALL ATTAIN A STRENGTH OF 3600 P.S.I. IN 28 DAYS. SIDEWALKS, CURBS AND
GUTTERS SHALL BE CLASS "B” (5 SACKS PER CUBIC YARD) AS PER STANDARD SPECIFICATIONS AND SHALL
ATTAIN A STRENGTH OF 3600 P.S.I. IN 28 DAYS.

THIS PLAN ACCURATE FOR ELECTRICAL WORK ONLY.
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CONSTRUCTION NOTES (mHis SHEET ONLY)

1

2

REMOVAL PLAN

REMOVE AND SALVAGE EXISTING PULL BOX. FURNISH AND INSTALL NEW NO. 6 PULL BOX.
FURNISH AND INSTALL NEW CASE A CURB RAMP. REFER TO 2010 CALTRANS STANDARD PLAN A88A FOR

DETAILS.
INSTALL RELOCATED SPEED LIMIT (R2—1) AND BIKE ROUTE

(D11—1) SIGNS.

INSTALL RELOCATED SPEED LIMIT (R2—1), NO TRUCKS OVER 3 TONS (R5-2 (MOD)), AND BIKE ROUTE (D11-1)

SIGNS.
FURNISH AND INSTALL NO U-TURN SIGN (R3—4).

REPLACE EXISTING LUMINAIRE WITH CITY FURNISHED 85W INDUCTION TYPE.
REPLACE EXISTING VEHICLE HEAD WITH A 3—SECTION LEFT TURN SIGNAL HEAD. SEE DETAIL A, SHEET 4.

FURNISH AND INSTALL 3'X4’ DETECTABLE WARNING SURFACE ON EXISTING CURB RAMP.

RELOCATE EXISTING #2 PEDESTRIAN SIGNAL HEAD. REROUTE PEDESTRIAN SIGNAL HEAD CONDUCTORS FROM
POLE E TO POLE F. RE-WIRE #2 PEDESTRIAN SIGNAL HEAD SIGNAL HEAD FOR ¢6 PEDESTRIAN SIGNAL HEAD.

Know what's below.
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CONDUIT FOR #1 DETECTION
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ppb(#8P)

RELOCATE EXISTING SIGNS TO NEW POST
(R2-1, R5—2 (MOD), D11-1)

ADD 1 DLC IN EXISTING CONDUIT

—

FOR NEW ¢5 DETECTION

REMOVE EXISTING CURB RAMP
SEE DETAIL 'A’, THIS SHEET
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CONDUCTOR SCHEDULE POLE AND EQUIPMENT SCHEDULE
INSTALLATION STANDARD VEH SIG MTG___| PED SIG | PPB
AWG NUMBER OF CONDUCTORS NUMBER TVPE SC. WA, UM MA_ [MAST FOLE MTG 2 |LUMINAIRE REMARKS
SONBECIOR DESGNATION RUN NUMBER n . _ ~ ~ veoT |spott| _ _ | REPLACE EXISTING #2 SIGNAL HEAD WITH A #1 3—SECTION
N\2\/2\/2A\/5\/6\N/AN/B\/8 ] LEFT TURN SIGNAL HEAD (SEE DETAIL 'A’, THIS SHEET)
_ _ _ _ . PR _ | TRAFFIC SIGNAL POLE AND EQUIPMENT TO BE
1 3¢ 3y 3 2 =8 W=I=T | SP=1-T REMOVED AND SALVAGED
02 3 33
23 3 E _ _ _ _ o L _ | REUSE VEHICLE AND PEDESTRIAN SIGNAL MOUNTING AND
04 AEE © L Wo2=T | SP=1-T | 6P SIGNAL INDICATIONS. REMOVE AND SALVAGE EXISTING POLE.
25 3 3 343
96 3 3N 3 D) 1-B - — - V=1-T - - -
27 33 33
28 33 33333 Y _ : : MAS L p_1—7| — | 8sw |RELOCATE EXISTING #6P PEDESTRIAN SIGNAL HEAD TO
i 5 5 19-A 30 15 SV—1-T | SP—1—T POLE /|
e :;E 24 212 2] 24 24 2 2 = —B _ _ _ Ve2-T |sp—o—7| 8P| _ |REPLACE EXISTING 82 SIGNAL HEAD WITH A 85 3—SECTION
A A £a N| 8P LEFT TURN SIGNAL HEAD (SEE DETAIL 'A’, THIS SHEET)
28P 224 2 2222 24 2
P.P.B. 92P 1] 1 1] 1 B _ _ _ L e _ | TRAFFIC SIGNAL POLE AND EQUIPMENT TO BE
P.P.B. 94P X N N e W=1-T | SP—1-T | &P REMOVED AND SALVAGED
P.P.B. 6P 2 [ 11 AEEE
P.P.B. 8P 1,18 HERERE 1 1 W 1-B - - - TV-2-T | SP-1-T | 2P -
PEU. 22
PPB_NEUTRAL 1,24 1] 1 IERERE FEFEFE 0 - _ _ - TV1=T _ op _
SPARES 360 3 3] 3|31 3]3]3]3]3N 3N 30 3
TOTAL NO. 14 %24 24|13 6 (191913 [53q 6 [13q 134 134 1 0 |24mas70 35 15" e | sv=1-T | spoiot 85W | EXISTING CCTV CAMERA ON POLE
SIGNAL NEUTRAL Lo T [V [ T[T [T [ T[T 7] In Tn 1 : 15 MAS | sv_1— sp—1—7 | 4p | &5W
#8 LIGHTING (240V) 224 2 2222224 24 24 2 ® p 244100 iy N N i NN N
J’ . , MAS
TOTAL NO. 8 344 3| 1|11 3] 3] 33| 3] 34 34 34 3 O  |24-4-100 35 15 MAS | Sv—1-T |SP—1-T | 8P | 85W
N N N N N N N N N
46 SIGNAL SERVICE (120V) 2/2 N —  DENOTES NEW EQUIPMENT. CITY TO FURNISH POLE, MAST ARM, AND —  PEDESTRIAN PUSH BUTTON SIGNS SHALL MEET MUTCD R10—3B,
ANCHOR BOLTS FOR POLE@AND@. CONTRACTOR SHALL UNLESS OTHERWISE INDICATED BY THE ENGINEER.
TOTAL NO. 6 2|2 FURNISH LUMINAIRE ARMS. —  PEDESTRIAN PUSH BUTTON SIGNS SHALL FIT ON THE 9"X12"
~  PEDESTRIAN PUSH BUTTONS SHALL MEET ADA ACCESSIBILITY HOUSING WITHOUT ANY MODIFICATIONS.
o1 1 1 1y 1 GUIDELINES. MOUNTING HEIGHT OF PPB IS 40" ABOVE FINISHED ~  PEDESTRIAN HEADS SHALL BE COUNTDOWN TYPE.
92 1 SIDEWALK SURFACE,
23 11 1 ~  ALL VEHICLE INDICATIONS SHALL BE 12" L.E.D.
DLC 85 TN
26 1d 1¢ 1d 14 1d 1
27 1 117
TOTAL DLC 428 2112711 1N 18
CCTV_COMMUNICATIONS CABLE | 1| 1
CCTV_POWER CABLE T 1
r ™\
PERCENT FILL (%) 2373471 2%|5% |22720%1 6 %2071 0% 7% | 7% | 6% | 6%
CONDUIT SIZE 225127 2" .5 2"[2"[ 27|27 | 2" [ 3 3 3N 3]

N— DENOTES NEW EQUIPMENT

A— USE EXISTING #2P CONDUCTORS FOR NEW @¢6P (POLES C AND E).

B— USE EXISTING 2 CONDUCTORS FOR @1 (POLE A) AND 95 (POLE F).
€ — USE EXISTING 82 DLC FOR NEW ¢6.

1 b »
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DETAIL A’
3—SECTION LEFT TURN SIGNAL HEAD
NTS

THIS PLAN ACCURATE FOR ELECTRICAL WORK ONLY.
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